Everex EV-348A ESDI Controller Card 


Supports disk drives up to 20MHz. 


Supports l1OMHz drives, hard sectored with up to 35 sectors per track and 15MHz drives, hard sectored with up to 53 sectors per 
track. 


Supports drive split mode for drives with more than 512MB capacity under the DOS operating system. 
Enter BIOS drive preparation menu under DOS with: 

A:\>debug <enter> 

—g=c800:5 <enter> 
or 


—g=c800:6 


If necessary replace 'c800' with the BIOS address selected through Jumper W5/W6. 
























TO DISABLE THE 
FLOPPY CONTROLLER 
REMOVE JUMPER 
SHUNTS FROM \WJio 
AND ww 1 


TO DISABLE THE HD 
CONTROLLER, 
FEHMOVE SHUNTS 
FROM wt AND ws 


=*Set Int 13H Handler 
to motherboard except 
If the drive has more 
than 10274 crlinders & 
USING a device driver, 
using Interactive Linz, 
or Banyan Wines. In 

















Buffer size select (37k) Factory set 


Buffer size select (37k) a | Factory set those cases, set at 
Bios Address select we 5 Refer to Table controller. 

Bios Address select at IG Refer to Table 

Fixed Disk Address select al os 1FX Ca] 17x 

IRG14 Enable/ Disable ars) [=] Enable == Disable |) PIOS ADDRESS 

Hard Disk Enables Disable wi Eel Enable »« Disable C8000-CFFFF 

Floppy Disk Enables Disable ‘wid Ea] Enable 2= Disable DO000-D/FFF 

DACK? Enable/ Disable wi 11 Eze] Enable -1 D8000-DFFFF 


Floppy Address select DISABLE BIOS 
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